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Irving A. Robbins Middle School 
Abatement & Flooring Replacement   
Town of Farmington/Farmington Public Schools 
20 Wolf Pit Rd, Farmington, CT  
Friar Project #: 2025-015A 
 
Addendum #1 
April 22, 2026 
 
Response to Bidder’s Questions: 
Questions: 

1) Does piping insulation need to be replaced?  
a. Yes.  Fittings shall be reinsulated with PVC coverings.  Removed sections of 

straight run pipe insulation extending 6” in each direction of abated pipe fittings 
shall be reinsulated with jacketed fiberglass insulation.   Refer to added 
Specification Section 012300 – Alternates. 

2) Does the outlined schedule need to be followed?  
a. The outlined schedule represents the Owner & Designers’ opinion of an efficient 

timeline.  If the selected contractor has other means and methods that maintain 
the overall schedule of being substantially complete by August 21, the Owner is 
willing to consider an alternative. 

3) Do ceilings need to be replaced?  
a. No, the contractor should remove and save ceiling tile for reinstallation after 

abatement.  Owner will provide (20) cases of matching ceiling tile for any 
breakage for contractor’s use. 

4) Stairs in Corridors 44 and 46 are highlighted for demolition. Please confirm if stair treads 
and risers are to be included in the bid. Please provide detail if they are to be included in 
the bid and how they are to be finished. 

a. Stair tread and adhesive are non-ACM but require removal to accommodate 
installation of new tread and riser covers. Floor tile mastic on stair landings is ACM 
and is included in the base contract scope of services.   
Refer to attached sketch SKA-1 and specification for new floor finishes. 

5) To what extent is the ceiling to be removed for access.  There are ACM elbows observed 
at every location where tile was moved to look above ceiling at the Pre-bid.  Some of 
the elbows extend 3’ above the ceiling grid which will most likely mean at multiple areas 
the grid will need to be removed to access.  Can you add an allowance to carry for new 
tile and grid? 

a.  No.  The intent is for the existing grid to remain.  The Contractor may remove 
sections of the ceiling grid for abatement above the ceilings but is required to 
replace or repair the ceiling grid to equal or better quality.  Abatement of the pipe 
fitting insulation above the ceilings shall be bid as an Add Alternate.  Refer to 
added Specification Section 012300 – Alternates. 

6) Some corridors have the locker area excluded, and some have the removal going under 
the lockers.  There is no reference to locker removals in the specifications, please 
confirm lockers are to remain in place or lockers are to be removed to access 
underneath. 

a. There are two conditions of locker installation within the proposed abatement 
areas.  Condition 1 consists of inset lockers installed over a glazed block footing.  
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These lockers are to remain in place and protected during abatement.  Condition 2 
consists of lockers set directly onto floors over existing flooring.  These lockers are 
to be detached from the walls and floor by the contractor, relocated to a location 
outside the abatement area, and reinstalled following abatement.   

b. There is approximately 70LF of lockers that need to be removed for abatement; 
approximately 40LF of lockers outside of abatement area that need to be 
removed and replaced after flooring installation. 

 
Revisions to Drawings: 

1) A1.1- Finish Plan Area A  
a. Following abatement, Stairs in Corridors 44 and 46 to receive new floor finishes.  

Refer to attached sketch SKA-1. 
Revisions to Specifications: 

1) Schedule of Prices 
a. Remove Schedule of Prices and replace it with the attached which includes Add 

Alternate #1 Pipe Fitting Insulation Abatement. 
2) Added Section: Specification 012300 – Alternates 

a. Add Alternate #1 Pipe Fitting Insulation Abatement. 
3) Added Section: Specification 096500-Resilient Flooring  

a. Floor finish for Stairs in Corridors 44 and 46. 
4) Appendix “A” Prevailing Wage Rates 

a. Refer to attachment. 
 
 
Attachments: 
 Description        Pages 

SKA-1: Partial Finish Plan Area A      1 
Bid Proposal- Schedule of Prices      1 
Specification 012300-Alternates      2 
Specification 096500-Resilient Flooring     3 
Prevailing Wage Rates       9 

 
END OF ADDENDUM #1 
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SCHEDULE OF PRICES 
 
1.1 Bidder proposes to furnish all labor and materials required for construction of the Project in accordance 

with the accompanying Bidding Documents, for the Contract Price specified below, subject to additions 
and deductions according to the terms of the Bidding Documents. 

 

1.2 This Bid includes Addenda numbered __________________________________________   . 

 

1.3 The Total Proposed BASE BID Price is: 

 Written Total Numeric Total 

Flooring Demolition and 
Abatement 

$ 

Flooring Installation  $ 

Total Base Bid  $ 

 

1.4 Add Alternate #1:  

 Written Total Numeric Total 

Pipe Fitting Insulation 
Abatement 

$ 

 

1.5 Hazardous Material Unit Prices per Section 012200: 

Item Description 
Unit of 

Measurement 
 

Unit 
Price 

Item No. 1 – REMOVAL AND DISPOSAL OF ASBESTOS 
CONTAINING FLOORING MATERIALS (ALL LAYERS TO BARE 
CONCRETE).  

S.F. 
$ 

  

Item No. 2 – REMOVAL AND DISPOSAL OF ASBESTOS 
CONTAINING MUDDED PIPE FITTING CEMENT WITHIN 
EXISTING CONTAINMENT.  

each 
$ 

  

Item No. 3 – ASBESTOS CONTAINING MATERIALS <3 LINEAR 
OR <3 SQUARE FEET, REMOVAL AND DISPOSAL AS ASBESTOS 
WASTE UTILIZING SPOT REPAIR PROCEDURES.  

per glovebag 
$ 

  

Item No. 4 – PREPARATION OF A SMALL CONTAINMENT (for 
abating asbestos >3 SF/3 LF but <260 LF/160 SF) WITH 
DECONTAMINATION UNIT (including remobilization, if necessary). 

per 
containment $ 

 

Item No. 5 – PREPARATION OF A LARGE CONTAINMENT (for 
abating asbestos >260 LF/160 SF) WITH DECONTAMINATION 
UNIT (including remobilization, if necessary).  
 

per 
containment $ 
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SECTION 012300 – ALTERNATES  

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for alternates. 

1.3 DEFINITIONS 

A. Alternate: An amount proposed by bidders and stated on the Bid Form for certain work 
defined in the bidding requirements that may be added to or deducted from the base bid 
amount if Owner decides to accept a corresponding change either in the amount of 
construction to be completed or in the products, materials, equipment, systems, or installation 
methods described in the Contract Documents. 

1. Alternates described in this Section are part of the Work only if enumerated in the 
Agreement. 

2. The cost or credit for each alternate is the net addition to or deduction from the 
Contract Sum to incorporate alternate into the Work. No other adjustments are made to 
the Contract Sum. 

1.4 PROCEDURES 

A. Coordination: Revise or adjust affected adjacent work as necessary to completely integrate 
work of the alternate into Project. 

1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar 
items incidental to or required for a complete installation whether or not indicated as 
part of alternate. 

B. Notification: Immediately following award of the Contract, notify each party involved, in 
writing, of the status of each alternate. Indicate if alternates have been accepted, rejected, or 
deferred for later consideration. Include a complete description of negotiated revisions to 
alternates. 

C. Execute accepted alternates under the same conditions as other work of the Contract. 
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D. Schedule: A schedule of alternates is included at the end of this Section. Specification Sections 
referenced in schedule contain requirements for materials necessary to achieve the work 
described under each alternate. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 SCHEDULE OF ALTERNATES 

A. Add Alternate No. 1: Pipe Fitting Insulation Abatement 
  
1. Add Alternate: Per Sections 020750: Selective Demolition for Hazardous Materials 

Abatement, 020800: Asbestos Abatement, and Drawing HM-1, provide separate pricing 
to remove and dispose of all friable Asbestos-Containing Mudded Pipe Fitting Cement 
above suspended acoustical ceiling system. 

2. The intent is to remove all accessible fittings above the Corridors without damaging the 
ceiling grid and mechanical systems above the ceilings.  Once the project starts and 
ceiling tiles are removed for access, the On-Site Project Monitor will be able to evaluate 
all locations of fittings and determine if some are inaccessible and to be left intact.  If it 
is decided not to abate some fittings specified for removal, a Contract adjustment shall 
be made and the LEP will note exact locations on our plans so they can be incorporated 
into the AHERA documentation for future reference. 

3. Fittings shall be reinsulated with PVC coverings.  Removed sections of straight run pipe 
insulation extending 6” in each direction of abated pipe fittings shall be reinsulated with 
jacketed fiberglass insulation 

4. Contractor shall remove and save ceiling tile for reinstallation after abatement.  Owner 
will provide (20) cases of matching ceiling tile for any breakage for contractor’s use.  
Existing ceiling grid system is to remain. 

END OF SECTION 012300 



Section 096500                Resilient Flooring                                 March 27, 2026   

2025-015A  
Irving A. Robbins MS   

Flooring Replacement 
Farmington, CT  

096500- 1 of 3     

SECTION 096500  
RESILIENT FLOORING 

PART 1  GENERAL 

1.01 SECTION INCLUDES 

A. Resilient stair accessories. 

B. Installation accessories. 

1.02 REFERENCE STANDARDS 

A. ASTM E648 - Standard Test Method for Critical Radiant Flux of Floor-Covering Systems Using 
a Radiant Heat Energy Source; 2025a. 

B. ASTM F710 - Standard Practice for Preparing Concrete Floors to Receive Resilient Flooring; 
2022. 

C. ASTM F1344 - Standard Specification for Rubber Floor Tile; 2021a. 

D. ASTM F1869 - Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete 
Subfloor Using Anhydrous Calcium Chloride; 2023. 

E. ASTM F2169 - Standard Specification for Resilient Stair Treads; 2015 (Reapproved 2025). 

F. ASTM F2170 - Standard Test Method for Determining Relative Humidity in Concrete Floor 
Slabs Using in situ Probes; 2019a. 

G. NFPA 253 - Standard Method of Test for Critical Radiant Flux of Floor Covering Systems Using 
a Radiant Heat Energy Source; 2023. 

H. RFCI (RWP) - Recommended Work Practices for Removal of Resilient Floor Coverings; 2018. 

1.03 SUBMITTALS 

A. See Section 013300 for submittal procedures. 

B. Product Data: Provide data on specified products, describing physical and performance 
characteristics; including sizes, patterns and colors available; and installation instructions. 

C. Shop Drawings: Indicate seaming plans and floor patterns. 

D. Verification Samples:  Submit two samples, 8 by 8 inch in size illustrating color and pattern for 
each resilient flooring product specified. 

E. Sustainable Design Submittal: Submit VOC content documentation for flooring and adhesives. 

F. Concrete Subfloor Test Report: Submit a copy of the moisture and alkalinity (pH) test reports. 

G. Certification: Prior to installation of flooring, submit written certification by flooring manufacturer 
and adhesive manufacturer that condition of subfloor is acceptable. 

H. Manufacturer's Qualification Statement. 

I. Installer's Qualification Statement. 

J. Maintenance Data: Include maintenance procedures, recommended maintenance materials, 
and suggested schedule for cleaning, stripping, and re-waxing. 

K. Maintenance Materials: Furnish the following for Owner's use in maintenance of project. 
1. Extra Stair Materials: Quantity equivalent to 5 percent of each type and color. 

1.04 QUALITY ASSURANCE 

A. Manufacturer Qualifications: Company specializing in manufacturing specified flooring with 
minimum three years documented experience. 

B. Installer Qualifications: Company specializing in installing specified flooring with minimum three 
years documented experience. 

C. Testing Agency Qualifications: Independent firm specializing in performing concrete slab 
moisture testing and inspections of the type specified in this section. 
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1.05 DELIVERY, STORAGE, AND HANDLING 

A. Upon receipt, immediately remove any shrink-wrap and check materials for damage and the 
correct style, color, quantity and run numbers. 

B. Store all materials off of the floor in an acclimatized, weather-tight space. 

C. Maintain temperature in storage area between 55 degrees F (13 degrees C) and 90 degrees F 
(72 degrees C). 

D. Protect roll materials from damage by storing on end. 

E. Do not double stack pallets. 

1.06 FIELD CONDITIONS 

A. Store materials for not less than 48 hours prior to installation in area of installation at a 
temperature of 70 degrees F (21 degrees C) to achieve temperature stability.  Thereafter, 
maintain conditions above 55 degrees F (13 degrees C). 

PART 2  PRODUCTS 

2.01 STAIR COVERING 

A. Stair Treads with Integral Risers: Rubber; full height of riser, full width and depth of tread in one 
piece; tapered thickness. 
1. Manufacturers: 

a. Flexco Corporation; Heavy Duty One-Piece Tread with 
Riser:  www.flexcofloors.com/#sle. 

b. Mannington Commercial; www.manningtoncommercial.com#sle. 
c. Roppe Corporation;www.roppe.com/#sle. (Basis-of-Design) 

2. Minimum Requirements:  Comply with ASTM F2169, Type TS, rubber, vulcanized 
thermoset. 

3. Critical Radiant Flux (CRF): Minimum 0.45 watt per square centimeter, when tested in 
accordance with ASTM E648 or NFPA 253. 

4. Nominal Thickness:  0.1875 inch (4.75 mm). 
5. Nosing:  Square. 
6. Inserts: 2 inch (24 mm) wide contrasting color Rubber strips in black-KK. 
7. Tread Texture: Hammered. 
8. Tread Pattern: Symmetry by Roppe. (Basis-of Design) 
9. Color: S123 Charcoal. 

2.02 ACCESSORIES 

A. Subfloor Filler: White premix latex; type recommended by adhesive material manufacturer. 

B. Primers, Adhesives, and Seam Sealer: Waterproof; types recommended by flooring 
manufacturer. 
1. VOC Content Limits: As specified in Section 016116. 

C. Adhesive for Vinyl and Rubber Flooring: 
1. Manufacturers Recommended Adhesive 

D. Moldings, Transition and Edge Strips:  Same material as flooring. 

E. Fillet Strip for One-Piece Stair Tread with Riser: 
1. Excelsior EN-610 is required if a gap between the underside of the tread and the substrate 

greater than 1/4" is present. 

PART 3  EXECUTION 

3.01 EXAMINATION 

A. Verify that surfaces are flat to tolerances acceptable to flooring manufacturer, free of cracks 
that might telegraph through flooring, clean, dry, and free of curing compounds, surface 
hardeners, and other chemicals that might interfere with bonding of flooring to substrate. 



Section 096500                Resilient Flooring                                 March 27, 2026   

2025-015A  
Irving A. Robbins MS   

Flooring Replacement 
Farmington, CT  

096500- 3 of 3     

B. Verify that wall surfaces are smooth and flat within the tolerances specified for that type of 
work, are dust-free, and are ready to receive resilient base. 

C. Cementitious Subfloor Surfaces:  Verify that substrates are ready for resilient flooring 
installation by testing for moisture and alkalinity (pH). 
1. Test as Follows: 

a. Alkalinity (pH):  ASTM F710. 
b. Internal Relative Humidity:  ASTM F2170. 
c. Moisture Vapor Emission:  ASTM F1869. 

2. Obtain instructions if test results are not within limits recommended by resilient flooring 
manufacturer and adhesive materials manufacturer. 

3.02 PREPARATION 

A. Remove existing resilient flooring and flooring adhesives; follow the recommendations of RFCI 
(RWP). 

B. Prepare floor substrates as recommended by flooring and adhesive manufacturers. 

C. Remove subfloor ridges and bumps.  Fill minor low spots, cracks, joints, holes, and other 
defects with subfloor filler to achieve smooth, flat, hard surface. 

D. Prohibit traffic until filler is fully cured. 

E. Clean substrate. 

3.03 INSTALLATION - GENERAL 

A. Starting installation constitutes acceptance of subfloor conditions. 

B. Install in accordance with manufacturer's written instructions. 

C. Adhesive-Applied Installation: 
1. Spread only enough adhesive to permit installation of materials before initial set. 
2. Fit joints and butt seams tightly. 
3. Set flooring in place, press with heavy roller to attain full adhesion. 

D. Where type of floor finish, pattern, or color are different on opposite sides of door, terminate 
flooring under centerline of door. 

E. Install edge strips at unprotected or exposed edges, where flooring terminates, and where 
indicated. 
1. Metal Strips:  Attach to substrate before installation of flooring using stainless steel 

screws. 

3.04 INSTALLATION - STAIR COVERINGS 

A. Install stair coverings in one piece for full width and depth of tread. 

B. Adhere over entire surface.  Fit accurately and securely. 

3.05 CLEANING 

A. Remove excess adhesive from floor, base, and wall surfaces without damage. 

B. Clean in accordance with manufacturer's written instructions. 

3.06 PROTECTION 

A. Prohibit traffic on resilient flooring for 48 hours after installation. 

 

END OF SECTION 



CLASSIFICATION Hourly Rate Benefits

Irving A. Robbins Middle School: Abatement & Flooring ReplacementProject:

Minimum Rates and Classifications
for Building Construction

ID#:

By virtue of the authority vested in the Labor Commissioner under provisions of Section 31-53 of the General Statutes of
Connecticut, as amended, the following are declared to be the prevailing rates and welfare payments and will apply only
where the contract is advertised for bid within 20 days of the date on which the rates are established. Any contractor or
subcontractor not obligated by agreement to pay to the welfare and pension fund shall pay this amount to each employee
as part of his/her hourly wages.

Project Number: 383
State#:

Project:

FAP#:
Project Town:

Irving A. Robbins Middle School: Abatement & Flooring Replacement

Farmington

Connecticut Department of Labor
 Wage and Workplace Standards Division

26-4393

1b) Asbestos/Toxic Waste Removal Laborers:  Asbestos removal and
encapsulation (except its removal from mechanical systems which are not to
be scrapped), toxic waste removers, blasters.**See Laborers Group 7**

1c) Asbestos Worker/Heat and Frost Insulator 48.81 34.05

2) Boilermaker 50.21 30.01

3a) Bricklayer, Cement Mason, Concrete Finisher (including caulking), Stone
Masons

45.56 36.94 + a

3b) Tile Setter 43.0 34.75

3c) Tile and Stone Finishers 36.0 29.43

3d) Marble & Terrazzo Finishers 35.7 29.73

3e)  Plasterer 44.52 29.63

As of: April 16, 2026



3f) Terrazzo Mechanics & Marble Setters 40.6 39.93

------LABORERS------

4)  Group 1:  General laborers, carpenter tenders, concrete specialists,
wrecking laborers and fire watchers.

37.0 30.47

4)  Group 1a:  Acetylene Burners (Hours worked with a torch) 38.0 30.47

4a) Group 2:  Mortar mixers, plaster tender, power buggy operators,
powdermen, fireproofer/mixer/nozzleman (Person running mixer and spraying
fireproof only).

37.25 30.47

4b) Group 3:  Jackhammer operators/pavement breaker, mason tender
(brick), mason tender (cement/concrete), forklift operators and forklift
operators (masonry).

37.5 30.47

4c) **Group 4: Pipelayers: Licensed P6 -P7 (one or two employees of the
total crew who primary task is to perform mating of pipe sections).

38.0 30.47

4d) Group 5:  Air track operator, sand blaster and hydraulic drills. 37.75 30.47

4e) Group 6:  Blasters, nuclear and toxic waste removal. 40.0 30.47

4f)  Group 7:  Asbestos/lead removal and encapsulation (except it's removal
from mechanical systems which are not to be scrapped).

40.0 30.47

4g) Group 8:  Bottom men on open air caisson, cylindrical work and boring
crew.

37.5 30.47

4h)  Group 9:  Top men on open air caisson, cylindrical work and boring crew. 37.0 30.47

As of: April 16, 2026



4i)  Group 10:  Traffic Control Signalman 22.2 30.47

4j)  Group 11:  Toxic Waste Removers A or B With PPE 40.0 30.47

5) Carpenter, Acoustical Ceiling Installation, Soft Floor/Carpet Laying, Metal
Stud Installation, Form Work and Scaffold Building, Drywall Hanging,
Modular-Furniture Systems Installers, Lathers, Piledrivers, Resilient Floor
Layers.

42.03 29.19

5a)  Millwrights 43.25 29.13

5b) Carpenter - Welder 42.53 29.19

5c) Carpenter: Working with creosote lumber or acid 43.03 29.19

6) Electrical Worker (including low voltage wiring) (Trade License required:
E1,2  L-5,6  C-5,6  T-1,2  L-1,2  V-1,2,7,8,9)

48.25 35.22+3% of
gross wage

7a) Elevator Mechanic (Trade License required:  R-1,2,5,6) 69.55 38.985+a+b

-----OUTSIDE LINE CONSTRUCTION----

Groundman 32.1 13.95

Linemen/Cable Splicer 58.37 33.94

8) Glazier (Trade License required:  FG-1,2) 43.13 26.50+ a

As of: April 16, 2026



9) Ironworker, Ornamental, Reinforcing, Structural, and Precast Concrete
Erection

45.25 43.62 + a

----OPERATORS----

Group 1:   Crane Handling or Erecting Structural Steel or Stone, Hoisting
Engineer (2 drums or over), Deep Shaft over 14". (Trade License Required)

60.66 30.95 + a

Group 1a: Front End Loader (7 cubic yards or over); Work Boat 26 ft. and
Over

55.6 30.95 + a

Group 2:   Cranes (100 ton rate capacity and over). (Trade License Required) 60.24 30.95 + a

Group 2a:  Cranes (under 100 ton rated capacity), Magni Type-360 Rotating
Forklift.

59.2 30.95 + a

Group 2b: Excavator over 2 cubic yards; Pile Driver ($3.00 premium when
operator controls hammer), HF-1 Forklift, Drills with self contained power
units, Micropile up to 14 inches helical pile.

55.17 30.95 + a

Group 3:   Excavator; Gradall; Master Mechanic; Hoisting Engineer (all types
of equipment where a drum and cable are used to hoist or drag material
regardless of motive power of operation), Rubber Tire Excavator (Drott-1085
or similar);Grader Operator; Bulldozer Finegrade. (slopes, shaping, laser or
GPS, etc.). (Trade License Required)

54.13 30.95 + a

Group 4:  Trenching Machines; Lighter Derrick; CMI Machine or Similar;
Koehring Loader (Skooper); Goldhofer.

53.61 30.95 + a

Group 5:   Specialty Railroad Equipment; Asphalt Spreader, Asphalt
Reclaiming Machine; Line Grinder; Concrete Pumps; Drills with Self
Contained Power Units; Boring Machine; Post Hole Digger; Auger; Pounder;
Well Digger; Milling Machine (over 24 mandrel).

52.78 30.95 + a

Group 5 continued:  Side Boom; Combination Hoe and Loader; Directional
Driller, Geothermal Drill.

52.78 30.95 + a
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Group 6:   Front End Loader (3 up to 7 cubic yards); Bulldozer (rough grade
dozer).

52.35 30.95 + a

Group 7:   Asphalt Roller; Concrete Saws and Cutters (ride on types);
Vermeer Concrete Cutter; Stump Grinder; Scraper; Snooper; Skidder; Milling
Machine (24" and under mandrel).

51.89 30.95 + a

Group 8:   Mechanic; Grease Truck Operator; Hydroblaster; Barrier Mover;
Power Stone Spreader; Welding; Work Boat  Under 26 ft.; Transfer Machine;
Rigger Foreman.

51.34 30.95 + a

Group 9:   Front End Loader (under 3 cubic yards); Skid Steer Loader
regardless of attachments; (Bobcat or Similar); Forklift, Power Chipper;
Landscape Equipment (including Hydroseeder); Vacuum Excavation Truck
and Hydrovac Excavation Truck (27 HG pressure or greater).

50.74 30.95 + a

Group 10:  Vibratory hammer; ice machine; diesel and air, hammer, etc. 47.91 30.95 + a

Group 11:  Conveyor, earth roller, power pavement breaker (whiphammer),
robot demolition equipment.

47.91 30.95 + a

Group 12:  Wellpoint Operator. 47.82 30.95 + a

Group 13: Compressor Battery Operator. 47.04 30.95 + a

Group 14: Elevator Operator; Tow Motor Operator (solid tire no rough terrain). 45.45 30.95 + a

Group 15:  Generator Operator; Compressor Operator; Pump Operator;
Welding Machine Operator; Heater Operator.

44.89 30.95 + a

Group 16:   Maintenance Engineer and Articulating End Dump. 43.99 30.95 + a

As of: April 16, 2026



Group 17:  Portable Asphalt Plant Operator; Portable Crusher Plant Operator;
Portable Concrete Plant Operator; Portable Grout Plant Operator; Portable
Water Filtration Plant Operator.

49.95 30.95 + a

Group 18:  Power Safety Boat; Vacuum Truck; Zim Mixer; Sweeper;
(Minimum for any job requiring a CDL license); Rigger; Signalman.

46.6 30.95 + a

Surveyor:  Chief of Party 50.21 30.95 + a

Surveyor:  Assistant Chief of Party 46.3 30.95 + a

Surveyor:  Instrument Man 44.55 30.95 + a

Surveyor:  Rodman or Chainman 38.34 30.95 + a

------PAINTERS (Including Drywall Finishing)------

10a) Brush and Roller 39.57 26.50

10b) Taping Only/Drywall Finishing 40.32 26.50

10c) Paperhanger and Red Label 40.07 26.50

10d) Spray 42.57 26.50

10e) Spray Helper 40.57 26.50

10f) Blast 44.57 26.50

As of: April 16, 2026



10g) Blast Helper 40.57 26.50

11)  Plumber (excluding HVAC pipe installation) (Trade License required: P-
1,2,6,7,8,9  J-1,2,3,4  SP-1,2)

50.58 36.30

12)  Well Digger, Pile Testing Machine 37.26 24.05 + a

13) Roofer (composition) 45.15 23.44

14)  Roofer (slate & tile) 45.65 23.44

15) Sheetmetal Worker  (Trade License required for HVAC and Ductwork:
SM-1,SM-2,SM-3,SM-4,SM-5,SM-6)

44.7 44.38

16) Pipefitter (Including HVAC work)                                               (Trade
License required:  S-1,2,3,4,5,6,7,8  B-1,2,3,4  D-1,2,3,4, G-1, G-2, G-8 & G-
9)

50.58 36.30

------TRUCK DRIVERS------

17) Block Truck 39.98 33.00 + a

17a) 2 Axle 38.66 33.00 + a

17ab) Helpers 36.16 33.00 + a

17b)  3 Axle, 2 Axle Mixer 38.77 33.00 + a

17c)  3 Axle Mixer 38.83 33.00 + a
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17d)  4 Axle 38.89 33.00 + a

17e)  4 Axle Mixer 40.69 33.00 + a

17ef) 5 Axle 38.89 33.00 + a

17eg) 5 Axle Mixer 40.69 33.00 + a

17f)  Heavy Duty Trailer (40 Tons and Over) 41.16 33.00 + a

17g) Euclids and Semi-Trailer 38.94 33.00 + a

17h) Heavy Duty Trailer up to 40 tons 39.89 33.00 + a

17i) Snorkle Truck 39.04 33.00 + a

17j) Swivel Dump and Tack Truck 38.89 33.00 + a

18) Sprinkler Fitter  (Trade License required:  F-1,2,3,4) 56.78 35.24 + a

19) Theatrical Stage Journeyman 25.76 7.34

Welders: Rate for craft to which welding is incidental.

Surveyors: Hazardous material removal: $3.00 per hour premium.

*Note: Hazardous waste removal work receives additional $1.25 per hour for truck drivers.

**Note: Hazardous waste premium $3.00 per hour over classified rate.

Truck Drivers: Trainers Premium: $3.00 over wage rate.

Truck Drivers: Night Premium - Mixer Drivers: $2.00 over wage rate.
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Crane with 150 ft. boom (including jib) - $1.50 extra

Crane with 200 ft. boom (including jib) - $2.50 extra

Crane with 250 ft. boom (including jib) - $5.00 extra

Crane with 300 ft. boom (including jib) - $7.00 extra

Crane with 400 ft. boom (including jib) - $10.00 extra

All classifications that indicate a percentage of the fringe benefits must be calculated at the percentage rate times
the "base hourly rate".

Apprentices duly registered under the Commissioner of Labor's regulations on "Work Training Standards for
Apprenticeship and Training Programs" Section 31-51-d-1 to 12, are allowed to be paid the appropriate percentage
of the prevailing journeymen hourly base and the full fringe benefit rate, providing the work site ratio shall not be less
than one full-time journeyperson instructing and supervising the work of each apprentice in a specific trade.

  The Prevailing wage rates applicable to this project are subject to annual adjustments each July 1st for the duration
of the project.
  Each contractor shall pay the annual adjusted prevailing wage rate that is in effect each July 1st, as posted by the
Department of Labor.
  It is the contractor's responsibility to obtain the annual adjusted prevailing wage rate increases directly from the
Department of Labor's website.
  The annual adjustments will be posted on the Department of Labor's Web page:
www.ct.gov/dol. For those without internet access, please contact the division listed below.
  The Department of Labor will continue to issue the initial prevailing wage rate schedule to the Contracting Agency
for the project.
  All subsequent annual adjustments will be posted on our Web Site for contractor access.
  Contracting Agencies are under no obligation pursuant to State labor law to pay any increase due to the annual
adjustment provision.

Effective October 1, 2005 - Public Act 05-50: any person performing the work of any mechanic, laborer, or worker
shall be paid prevailing wage

All Person who perform work ON SITE must be paid prevailing wage for the appropriate mechanic, laborer, or
worker classification.

All certified payrolls must list the hours worked and wages paid to All Persons who perform work ON SITE
regardless of their ownership i.e.: (Owners, Corporate Officers, LLC Members, Independent Contractors, et.
al)

Reporting and payment of wages is required regardless of any contractual relationship alleged to exist
between the contractor and such person.

~~Unlisted classifications needed for work not included within the scope of the classifications listed may be added
after award only as provided in the labor standards contract clause (29 CFR 5.5 (a) (1) (ii)).

Please direct any questions which you may have pertaining to classification of work and payment of prevailing wages
to the Wage and Workplace Standards Division, telephone (860)263-6790.
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